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Please see the attached wiring off the ticekt signal board. Once thru 

this board your Enable line becomes yellow, your 12 volt dc positive 

line is Red, your 12 volt dc negative is Green, and your Knothc back to 

the game is Blue. If this board is plugged in with the power on you 

could damage the board and cause the board to constanly send ticket 

signals to the ticket mech or card reader while the game is powered 

on. Please do installation with the power off. 
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When looking at the ticket board mounted in the game the connector 

to the left is the game harness into the ticket board "J1" ( please see 

arrow for clarity) the connector to the far right marked "J3" is the out 

flow to the ticket mech or the card reader. Please note that this game 

the 12 volt positive DC is the Red wire and the Negative 12 volts DC is 

Black. Your enable wire sgould be white and the return notch wire 

should be green on the game side.

After opening the front console door  locate the 3 locations with the 

arrows to the right. These are the ticket signal inverter boards ( ticket 

board) and the Eltronic Coin Mech. Please note the ticket board on 

the left is for player 2 and the ticket board mounted on the right is for 

player 1
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INSTALLATION INSTRUCTIONS

From the coin mech you can get your common ground ( 12 volts dc 

negative ) from the Black wire off the ticket mech and the credit wire 

is the White wire off the coin mech. The yellow wire is 12 volts postive 

DC voltage to power the eletronic mech and the gray wire is for the 

mechanical coin counter signal wire.


